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2032
1225

MDL S19
MDL S20

2032

3
55
a

22
a

RAM
003

JUMPER panel van
L3 H3

15 m3

L3 H3 wheelbase 4035 mm

Order no. RAM 003
Dimensions: 1250x2500 mm (WxD)
Weight: 116,55 Kg

Swivel loading ramp.

Load capacity: 1000 Kg
(p.u.d.)

LOADING RAMP

Technical
features,

see page A8

The swivell loading ramp can be installed also when
the modules are fitted.
If the loading ramp is fitted, the MDL modules for
the area 3 must not be longer than 1016 mm.
If the loading ramp is installed the article
MDL 124 cannot be installed in area 5.
It is advisable to ask your nearest STORE VAN
distributor for a project feasibility study.

Order no. MDL S19
Dimensions: 3257x365x1700 mm (WxDxH). Weight: 133,95 Kg
Set of 2 modules complete with:
8 trays with rubber and 36 adjustable dividers
2 drawers
1 shelf with door
1 hinged door
1 fixing bar length 4000 mm

Order no. MDL S20
Dimensions: 2032x365x1700 mm (WxDxH). Weight: 60,15 Kg
Module complete with:
4 trays with rubber and 20 adjustable dividers
1 fixing bar length 3000 mm

READY SOLUTIONS



E27

2 3 5

3 5

5a2

2a

1050 mm*

2 2a

2 3 5 2

2a

2a 2a 3 5

m
ax

1
9
4
2
m
m

m
ax

3
2
5
7
m
m

max 122
5

1016

MDL 121

MDL 114

3 2

MDL 124

5

max 1225

SFM 350 SFM
250

2a

1016
717

5a

MDL 119

MDL 117

5a

MODULES 717 mm

JUMPER panel van
L3 H3

15 m3

L3 H3 wheelbase 4035 mm

Order no. MDL 116
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,70 Kg
Module complete with:
6 trays with rubber and 18 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 117
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,50 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:

Order no. MDL 114
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 62,90 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 115
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 61,80 Kg
Module complete with:
5 trays with rubber and 15 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Layout example
of LH side

Layout example
of RH side

*approximate
measurement

MODULES 1016 MM

Order no. MDL 119
Dimensions: 717x365x1700 mm (WxDxH)
Weight: 38,10 Kg
Module complete with:
4 trays with rubber and 8 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:
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Order no. MDL 124
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 82,05 Kg
Module complete with:
6 trays with rubber and 24 adjustable dividers
1 retractable vice workbench complete with

steel vice with 100 mm jaws and 1/2" to
1½" pipe clamp

JUMPER panel van
L3 H3

15 m3

L3 H3 wheelbase 4035 mm

Order no. SFM 350
Fixing bar: 3500x30x35 mm (WxDxH)
Weight: 2,93 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. SFM 250
Fixing bar: 2500x30x35 mm (WxDxH)
Weight: 2,2 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. MDL 120
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 72,95 Kg
Module complete with:
4 trays with rubber and 16 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 121
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 70,95 Kg
Module complete with:
5 trays with rubber and 20 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 122
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 55,00 Kg
Module complete with:
6 trays with rubber and 24 adjustable dividers

Suitable to be installed in the zone:

Technical
features,

see page A5

Accessories
see page A9

MODULES 1225 MM
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JUMPER panel van
L4 H2

15 m3

L3L H2 wheelbase 4035 mm

FLOORINGS AND LININGS
for JUMPER with RH side sliding door and
rear leaf doors, sheet metal side walls

Order no. PAN 011
Weight: 23,19 Kg
Polypropylene linings for:
- LH side wall
- RH side wall and sliding door
- lower section of rear leaf doors

Polypropylene linings

Order no. PAR 004
Weight: 1,75 Kg
Polypropylene linings for:
- upper section of rear leaf doors

Polypropylene linings
Order no. PIL 008
Weight: 57,54 Kg
12 mm thick wooden flooring phenolic
coated and predrilling for lashing hook
supports.

Flooring
Order no. PIR 003
Weight: 11,24 Kg
12 mm wooden phenolic coated
bulkhead panel.

Bulkhead

Technical
features,

see page A5

Order no. POT 008
Dimensions: 4000x1700 mm (WxD)
Weight: 39,45 Kg

Roof rack complete with:
5 aluminium crossmembers with fixing connectors

and rubber profile
2 4000 mm long aluminium side upstands
1 aluminium loading roller

Supplied with stainless steel screws for fixing.

Load capacity: 114 Kg (p.u.d.)

ROOF RACK

LADDER RACK

Order no. POS 010
Dimensions: 4000x1680 mm (WxD)
Weight: 70,60 Kg

Ladder rack complete with:
5 aluminium crossmembers with fixing connectors

and rubber profile
1 4000 mm long aluminium side upstand
1 aluminium loading roller
1 ladder rack rail made from stainless steel and

aluminium ALADIN series, length 3240 mm
1 aluminium connection crossmember

Supplied with stainless steel screws for fixing.

Load capacity: 79 Kg (p.u.d.)

The ladder rack rail can be mounted
on the right or on the left hand side
of the vehicle

Technical
features,

see page A7
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Order no. MDL S06
Dimensions: 3765x365x1700 mm (WxDxH)
Weight: 115,38 Kg
Set of 2 modules complete with:
8 trays with rubber and 40 adjustable dividers
1 fixing bar length 4500 mm

Order no. MDL S07
Dimensions: 1942x365x1700 mm (WxDxH). Weight: 113,65 Kg
Set of 2 modules complete with:
8 trays with rubber and 24 adjustable dividers, 2 shelves with doors,
1 connection bar with fixing belts for tool cases, 2 drawers, 1 hinged
door, 1 fixing bar length 3000 mm

JUMPER panel van
L4 H2

15 m3

L3L H2 wheelbase 4035 mm

Order no. RAM 002
Dimensions: 1250x2500 mm (WxD)
Weight: 116,55 Kg

Swivel loading ramp.

Load capacity: 1000 Kg
(p.u.d.)

LOADING RAMP

Technical
features,

see page A8

The swivell loading ramp can be installed also when
the modules are fitted.
If the loading ramp is fitted, the MDL modules for
the area 3 must not be longer than 1225 mm.
If the loading ramp is installed the article
MDL 126 cannot be installed in area 5.
It is advisable to ask your nearest STORE VAN
distributor for a project feasibility study.

READY SOLUTIONS



E31

2 3 5

3 5

5a2

2a

1050 mm*

2 2a

2 3 5 2

2a

2a 2a 3 5

m
ax

2
2
4
1
m
m

m
ax

3
5
5
6
m
m

max 15
24

1016

MDL 125

MDL 115

3
2

MDL 126

5

max 1524

SFM 400 SFM
300

2a

1016 717

5a

MDL 119

MDL 114

5a

MODULES 717 mm

JUMPER panel van
L4 H2

15 m3

L3L H2 wheelbase 4035 mm

Order no. MDL 116
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,70 Kg
Module complete with:
6 trays with rubber and 18 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 117
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,50 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:

Order no. MDL 114
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 62,90 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 115
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 61,80 Kg
Module complete with:
5 trays with rubber and 15 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Layout example
of LH side

Layout example
of RH side

*approximate
measurement

MODULES 1016 MM

Order no. MDL 119
Dimensions: 717x365x1700 mm (WxDxH)
Weight: 38,10 Kg
Module complete with:
4 trays with rubber and 8 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:
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MODULES 1524 MM

JUMPER panel van
L4 H2

15 m3

L3L H2 wheelbase 4035 mm

Order no. SFM 400
Fixing bar: 4000x30x35 mm (WxDxH)
Weight: 3,45 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. SFM 300
Fixing bar: 3000x30x35 mm (WxDxH)
Weight: 2,60 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. MDL 120
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 72,95 Kg
Module complete with:
4 trays with rubber and 16 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 121
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 70,95 Kg
Module complete with:
5 trays with rubber and 20 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 122
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 55,00 Kg
Module complete with:
6 trays with rubber and 24 adjustable dividers

Suitable to be installed in the zone:

Technical
features,

see page A5

Accessories
see page A9

MODULES 1225 MM

Order no. MDL 125
Dimensions: 1524x365x1700 mm (WxDxH)
Weight: 65,35 Kg
Module complete with:
6 trays with rubber and 30 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 126
Dimensions: 1524x365x1700 mm (WxDxH)
Weight: 104,80 Kg
Module complete with:
6 trays with rubber and 30 adjustable dividers
1 retractable vice workbench complete with

steel vice with 100 mm jaws and 1/2" to
1½" pipe clamp

Suitable to be installed in the zone:
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JUMPER panel van
L4 H3

17 m3

L3L H3 wheelbase 4035 mm

FLOORINGS AND LININGS
for JUMPER with RH side sliding door and
rear leaf doors, sheet metal side walls

Order no. PAN 012
Weight: 25,92 Kg
Polypropylene linings for:
- LH side wall
- RH side wall and sliding door
- lower section of rear leaf doors

Polypropylene linings

Order no. PAR 005
Weight: 2,12 Kg
Polypropylene linings for:
- upper section of rear leaf doors

Polypropylene linings
Order no. PIL 008
Weight: 57,54 Kg
12 mm thick wooden flooring phenolic
coated and predrilling for lashing hook
supports.

Flooring
Order no. PIR 003
Weight: 11,24 Kg
12 mm wooden phenolic coated
bulkhead panel.

Bulkhead

Technical
features,

see page A5
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Order no. MDL S06
Dimensions: 3765x365x1700 mm (WxDxH)
Weight: 115,38 Kg
Set of 2 modules complete with:
8 trays with rubber and 40 adjustable dividers
1 fixing bar length 4500 mm

Order no. MDL S07
Dimensions: 1942x365x1700 mm (WxDxH). Weight: 113,65 Kg
Set of 2 modules complete with:
8 trays with rubber and 24 adjustable dividers, 2 shelves with doors,
1 connection bar with fixing belts for tool cases, 2 drawers, 1 hinged
door, 1 fixing bar length 3000 mm

JUMPER panel van
L4 H3

17 m3

L3L H3 wheelbase 4035 mm

Order no. RAM 003
Dimensions: 1250x2500 mm (WxD)
Weight: 116,55 Kg

Swivel loading ramp.

Load capacity: 1000 Kg
(p.u.d.)

LOADING RAMP

Technical
features,

see page A8

The swivell loading ramp can be installed also when
the modules are fitted.
If the loading ramp is fitted, the MDL modules for
the area 3 must not be longer than 1225 mm.
If the loading ramp is installed the article
MDL 126 cannot be installed in area 5.
It is advisable to ask your nearest STORE VAN
distributor for a project feasibility study.

READY SOLUTIONS
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MODULES 717 mm

JUMPER panel van
L4 H3

17 m3

L3L H3 wheelbase 4035 mm

Order no. MDL 116
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,70 Kg
Module complete with:
6 trays with rubber and 18 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 117
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 46,50 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:

Order no. MDL 114
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 62,90 Kg
Module complete with:
4 trays with rubber and 12 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 115
Dimensions: 1016x365x1700 mm (WxDxH)
Weight: 61,80 Kg
Module complete with:
5 trays with rubber and 15 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Layout example
of LH side

Layout example
of RH side

*approximate
measurement

MODULES 1016 MM

Order no. MDL 119
Dimensions: 717x365x1700 mm (WxDxH)
Weight: 38,10 Kg
Module complete with:
4 trays with rubber and 8 adjustable dividers
1 shelf with door
1 connection bar with fixing belts for tool cases

Suitable to be installed in the zone:
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MODULES 1524 MM

JUMPER panel van
L4 H3

17 m3

L3L H3 wheelbase 4035 mm

Order no. SFM 400
Fixing bar: 4000x30x35 mm (WxDxH)
Weight: 3,45 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. SFM 300
Fixing bar: 3000x30x35 mm (WxDxH)
Weight: 2,60 Kg
Fixing bar for modules, complete with brackets,
bolts and screws.
The bar is necessary to fix the modules to
the vehicle.

Order no. MDL 120
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 72,95 Kg
Module complete with:
4 trays with rubber and 16 adjustable dividers
2 drawers
1 shelf with door
1 hinged door

Suitable to be installed in the zone:

Order no. MDL 121
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 70,95 Kg
Module complete with:
5 trays with rubber and 20 adjustable dividers
1 drawer
1 retractable shelf for tool cases complete

with tool cases and boxes

Suitable to be installed in the zone:

Order no. MDL 122
Dimensions: 1225x365x1700 mm (WxDxH)
Weight: 55,00 Kg
Module complete with:
6 trays with rubber and 24 adjustable dividers

Suitable to be installed in the zone:

Technical
features,

see page A5

Accessories
see page A9

MODULES 1225 MM

Order no. MDL 125
Dimensions: 1524x365x1700 mm (WxDxH)
Weight: 65,35 Kg
Module complete with:
6 trays with rubber and 30 adjustable dividers

Suitable to be installed in the zone:

Order no. MDL 126
Dimensions: 1524x365x1700 mm (WxDxH)
Weight: 104,80 Kg
Module complete with:
6 trays with rubber and 30 adjustable dividers
1 retractable vice workbench complete with

steel vice with 100 mm jaws and 1/2" to
1½" pipe clamp

Suitable to be installed in the zone:
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PROFESSIONALITY
I N M O V E M E N T

FAMI S.r.l.
Via Stazione Rossano 13
36027 Rosà, Vicenza ITALY
Tel. +39 0424 585455
Fax +39 0424 585482
www.storevan.com
info@storevan.com
Geographic coordinates:
Offices
N 45.702833 E 11.785122
Delivery and supply of goods
N 45.704579 E 11.787343




